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Questions and Responses for N00421-04-R-0121

Question 6: On Page 34 of 38 you indicate that Section 1I of the Technical Proposal is a section on Past
Performance. Can you please confirm the "Contractor Performance Evaluation Surveys" (Attachment 2)
should be sent as a separate entity from the Technical Proposal and that the information under "List of
Contracts" at the top of page 35 of 38 should be included in the Technical Proposal in Section [1?

Response: The Contractor Performance Evaluation Surveys (CPES) may be submitted separately prior to
the submission of the proposal. The information under “List of Contracts” should be included in Section
II of the Technical Proposal.

Question 7: In summary, we need to know the following:

a. The mounting location of the radome aboard ship.
Response: The Radome mounts on the 05 level at the aft end of the island, to port on LHA’s and to
starboard on LHD’s.

b. The mounting plane of the radome aboard the ship.
Response: The radomes mount to the horizontal deck of the 05 level.

¢. The mounting orientation of the radome aboard the ship.
Response: The door on LHA’s faces approximately 45 degrees forward from starboard.
The door on LHD’s faces approximately 30 degrees forward from starboard.

d. The method of attachment of the radome to the ship? This must include the size, number and location
of bolts. The unit to be tested will need to be drilled, for mounting to the test fixture, for Shock and
Vibration testing. Further, we require this information to perform a structural analysis of the radome.
Response: The Radome is attached to a mounting ring by 60 %4-20 x 1-3/4" long mounting bolts
MS35308-114.

¢. After testing the radome, are we to fill the mounting holes we drilled for the test, and deliver the unit
without holes?
Response: Yes.

f. Please provide a definition of the ship's (not the radome's) mounting interface, flange size, thickness,
height, etc. We need a definition of the ships mounting interface, so that we can design a mounting
interface to the vibration machine, which simulates actual mounting conditions, as required by MIL-STD-
167-1.

Response: The radome mounts to a vertical ring flange 3/8" thick by 4" tall that sits inside the radome
flange. It is made of aluminum, as is the island structure on LHA and LHD class ships.

g- Any specific shock input data which the navy has. For the structural analysis, we will need a Time -
History Plot of the base motions, in all axes, imparted to the Radome by the Heavyweight shock test.
Response: We do not have this data. Test labs., such as HiTest Labs can provide that information.

h. The number of the exact standard mounting fixture to be used during the shock test, or a complete
design definition of the mounting fixture which we will be required to build, to fully simulate shipboard
conditions, during the shock test. MIL-S-901D, section 6.2, requires that this information be provided.
Response: Standard test fixtures are included in MIL-S-901D for Light and Medium weight shock
testing. Fixtures for heavyweight testing are custom designed for each test, usually by the test facility and
are included in the test plan.
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